CANON T50 SERVICE MANUAL
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1. Preparations

This model has a first frame positioning circuit which
automatically sets the shutter speed to 1/1000 second until the
frame counter reaches "1". This prevents long slow shutter
speeds during loading. When testing the camera with back cover
oper; the frame counter return lever must be depressed so the

frame counter advances to "1".

2. Since the T50 is largely made of plastic, care must be
taken to aveid exposing it to solvents or grease.

3. Self-tapping screws are used; when replacing parts such as
the body, be careful to avoid looseness and stripping of
threéads due to overtightening.

4. Plastic gears are used; when doing work which involves
soldering, be careful to protect them and other parts from

solder drops. '
5. After completing repairs, be sure to clean the spool rubber.
6. Be careful to avoid touching the shutter curtains.

7. Note that the following adjustments are covered in the
Disassembly/Assembly section of this manual.

A. Perforation adjustment ... Take-up and rewind, page 23.

B. Spool torque adjustment ... Take-up and rewind, page 24.

C. AE unit, mircor mechanism adjustment ... Front panel
components, page 16




1. DISASSEMBLY/ASSEMBLY
1-1 Covers
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I. DISASSEMBLY/ASSEMBLY
I-1 Covers

Disassembly Notes

Assembly Notes

Note: Be careful to aveid damaging
the six upper cover lead

1,

A short screw mugt be used as
apron screw (4); longer ones

will damage the pentaprism, and

therefore must not be used.

A long screw is used as bottom
cover screw (l1).

Ensure that thrust play in the

ASA film speed dial is nc more

than 0.1 mm. This cén be
adjusted with washer (8).

when positioning the lead lines
in the cover, it is convenient
to rotate the cover to either
the right or left.

There is no need to remove the
grip rubber, either during
disassembly or assembly.

Note: HNumbers in pacentheses in the text co:t‘espoi\d to circled
nunbers on' the facing page. Disassemble in normal order and
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I. DISASSEMBLY/ASSEMBLY
[-2 Upper Cover PARTS
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1. DISASSEMBLY/ASSENMBLY
I-2 Upper Cover ParTs

Disassembly Notes

1. Part (4) is a pressure fitted part.

2. Part numbers {2)-6, 2-7, (5) and {6} are fastened to each
other with adhesive.

Assembly Notes

1. Button (1)-2 should project above the shutter button seat
by 0.3 + 0.2 mm (as viewed when the button is in the up

position).

2. Alignment of the index mark of selector dial (2)-7 should
be true whether the dial is rotated to a setting from the
left or right.

3. The "click® torque required for parts (2)-2 and (2)-3
should be as follows (as measured at the start of movement) :

L - 300 2100 gr/em
L ~> BC - 200 + 70 gr/cm

4. Thrust play of selector dial (2)-6 should be less than 0.3
mn.

5. Part (5) should be affixed using G103,

Note: Numbers in parentheses in the text correspond to circled
numbers on the facing page. Disasvemble in normal order and
teansemble in reverse order.




1. DISASSEMBLY/ASSEIDLY
1-3 Main FrexisLe PC Boarp Removat
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I.  DISASSEMBLY/ASSEMBLY
[-3 Main FLexisLe PC BoAarRD REMOVAL

Notes Concerning Disassembly

1. Part numbers {16) to (25} in the figure are not related to
this section.

2. When unsoldering the lead lines, be careful to prevent
drops of solder from falling inside the body.

3. Be sure to remove the protective pentaprism cover before
unsoldering the flexible PC board.

Notes Concerning Assembly

1. When installing the flexible PC board, confirm that its GND
is properly soldered and that the screw above the front

panel stiffener is properly tightened,

2. .Be sure that the shutter flexible PC board is properly
soldered.

3. Be sure that the selector dial is set to the program
position after assembly has been completed (battery
installation with it set to the battery check position will

result in battery wear).

Notes Numbers in parentheses in the text correspond to circled
numbers on the facing page. Disassemble in normal order and
resssemble in reverase order.




I. DISASSEMBLY/ASSEMBLY
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1. DISASSEMBLY/ASSEMBLY
-3 Main FLExiBLE PC Boarp REmOVAL

Disassembly Note

Main Plexible PC Board Removal

o b¢n page 7 concerning removal of
leads.

Brfore unsoldering the main
flexible PC board, unsolder the
shutter flexible PC board.

A - Selector hoard GND screws

B - Main flexible PC board GND.
screw.

(1) Motor (+)
(2) Motor (-)

(3) SWO
(4) SWl
(5) SwW2
{6) SW4-1
(7) Sw4-2
Notes:

o Leads (1) to (9) are soldered
to through holes in the flexi-
ble PC board; when unsoldering
them, be careful to avoid
damaging the board.

o The shutter flexible PC board
is soldered into holes in the
main flexible PC board: be:
careful to avoid damaging this
PC board. o

o The GND point for the flexible
PC board (Figure 6) is a :
through hole; be careful to
avoid damaging the board when
soldering or unscldering this
joint. Be sure to unsolder
this connection when removing
the front plate.

o During assembly, be sure that
all joints are properly
soldered and that the ground
screw is securely fastened.

71+ £ gQND

Fig. &

Note: Numbers in parentheses in the text correspond to circled
numbers on the facing page. Disassemble in normal order and

ressaemble in reverse order,
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DISASSEMBLY/ASSEHRLY -
[-4 ViewriNDER PARTS

Mumbers 1 to 12
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I. DISASSEMBLY/ASSEMBLY
I-4 View FINDER PARTS

Disassembly Notes

1. Be careful to avoid dropping the focusing washer (see part
numbers (23)-(25) in the disassembly drawing on page 6) .

2. When removing the viewfinder unit after removing only the
front panel unit, be careful tu avoid damaging the flexfble
PC board when unsoldering the SPC part of the main flexible
PC board and the ground connection of the front plate.

Assembly Notes

1. Be carefui to avoid scratching either surface of the
focusing screen.

2. When installing the indicator panel, be careful to avoid
touching the indicators.

3. After installing the pentaprism, be sure to affix tape for
keeping out dust.

Adjustment Dimensions

Part number (25) cn page 6 is used for adjusting the focus
of the focusing screen.

mtea Numbers in parentheses in the text co:unpna& to circled
numbers on the facing page. Disassenble in normal order and
reaseeable in reverse order.
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